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KAINDL RADNA PLOCA K5412 AW
OAK ENDGRAIN RAW

Art. br. Debljina Duzina Sirina
50234/5412 38 mm 4.100 mm 600 mm

Izdrzljivi dizajnerski komadi. Otporne su na udarce i habanje, otporne na
svetlost i apsolutno moderne: Kaindl radne ploce.

DEKOR

Radna ploc¢a KAINDL K5412 AW OAK
ENDGRAIN RAW

PovrSinska tekstura Autentino drvo

SVOJSTVA
—L?:r— Postojano na svetlu ‘ Lako odrZavanje
=) Zaobljene ivice bez fuga X Higijenski besprekorno

m EN 312 m

m EN 438-4

SPECIFIKACIJA
Debljina 38 mm
Sirina 600 mm
Duzina 4.100 mm
TeZina 69,7 kg
Plo¢a
Noseca ploca Iverica

viSe informacija https://rs.jaf-development.com/shop/plocasti-materijali/

radne-ploce/laminatne-radne-ploca/kaindl-radna-ploca-k5412-aw-oak-

endgrain-raw~p8871043

Skeniranjem QR koda direktno dolazite do stranice
proizvoda u nasem online shop-u.
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Radna povrsina

Materijal za radnu plocu Laminat radna plo¢a

Gornja strana Laminat

Donja strana Kontra strana

Profil Postforming GO3/0

Profiliranje jednostrano profilisana

Radijus duze strane 3 mm prednja duza strana gore i dole
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